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SELF-PRIMING PUMPS

This peripheral pump is a product between the displace-

ment and the centrifugal pump, in which the medium is 

pumped in a peripheral channel. 

It can operate with inlet and outlet reversible by reversing 

the direction of motor rotation and are adequate to suck 

up chemical liquids with high specifi c gravity and/or high 

vapour tension.

•  Start-up with empty pipes 

•  Fast priming-phase 

•  Maximum Lift = - 5 m 

•  Reversible (inlet-outlet) 

•  Suitable for specifi c gravity up to 2 kg/dm3

•  Suitable for vapour pressure up to 1 m (H2O @ 45°C) 

•  Minimum NPSHa (available on the plant) = 3 m (abs) 

• Impeller replaceable (dependent from magnets)

• IEC or NEMA standard motors can be installed

BENEFITS

•  Base made of stainless steel

•  Trolley made of stainless steel (without electric device)

•  Trolley made of stainless steel (with electric device)

•  Check valve + foot strainer made of PP or PVDF

•  Drum pipe (m. 1,2) with check valve and foot

   strainer made of PP or PVDF 

•  Dispenser nozzle made of PP or PVDF

ACCESSORIES

Trolley AISI 316 
with electric device 

ELK pump made of ECTFE+carbon 

Strong magnetic coupling made up of rare-earth            

materials (Neodimium Iron Boron) and “N” (standard), 

“P” (powered) or “S” (strong-powered) versions allow to 

pump, also at maximum fl ow, liquids with 1.05 - 1.35 - 1.8 

specifi c gravity respectively. 

R-N-X: three internal confi guration of constructive         

materials for many applications: from clean water to wa-

ste and slightly abrasive liquids, strong alkali or salts such 

as sodium hypochlorite, and acids such as chromic, nitric, 

sulphuric, etc..

PERFORMANCE



TECHNICAL DATA   

Model DN DeA DeM
ISO ANSI JIS

k d x z k d x z k d x z

01.16 20 3/4” f 3/4” f 75 14 x 4 70 16 x 4 75 15 x 4

01.21 20 3/4” f 3/4” f 75 14 x 4 70 16 x 4 75 15 x 4

CONNECTIONS 

Model Power
(kW)

IEC
frame Phase Voltage Hz Protection

01.16

N 0.55 71
3
-
1

400 ± 5%
-

220 ± 5%
50 IP 55P 0.75 80

S 1.1 80

01.21
P 0.75 80 3

-
1

460 ± 5%
-

230 ± 5%
60 IP 55

S 1.1 80

MOTORS SPECIFICATIONS

VERSION
WR GF GX*

R1 X1 N1 R2 X2 N2 R2 N2

Volute casing

GFR-PP CFF-E-CTFERear casing

Centrifugal 
impeller
Guide 

bushing
CARB.

HD
SiC

GFR-
PTFE

CARB.  
HD

SiC
GFR-
PTFE

CARB.
HD

GFR-
PTFE

Shaft
CER SiC

Thrust bush

OR gasket FPM (1) FPM (1) (2)

Screws Stainless steel

Upon request:(1)EPDM and (2) FFKM - * Compliant to ATEX 94/9/EC regulations

Note: Maximum inlet pressure: 1,5 bar    
(*) Compliant to ATEX 94/9/EC regulations

VERSION REINFORCED

 POLYMERS

MIN. 

TEMP.

MAX

 TEMP.

ENVIRONMENT 

TEMP.

WR GFR/PP -5°C (23°F) 80°C (176°F) 0÷40°C (14÷104°F)

GF

CFF/E-CTFE -20°C (-4°F) 100°C (212°F) -20÷40°C (-4÷104°F)
GX*

TEMPERATURES

MATERIALS

RHINO and ELK pumps, with specific execution GX 

(E-CTFE added with conductive carbon fibres and       

motor E-exd), are approved to operate in explosive at-

mospheres, classified as per ATEX directive, Cat. 2 Zone 

1 (Series II 2GD IIB at 135 °C). Inside of pump should be 

placed safety device.

ATEX
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ELKINSTALLATIONS

WORKING PRINCIPLE 

Stopping phase: a small quantity 

of liquid is trapped into the pump 

to enable the next starting.

Pumping phase: after the air 

is totally removed from the 

suction side, the pipe is flooded 

by the liquid and the pumping 

phase can start.

Priming phase: the impeller 

gives a specific circulation of air-

liquid mixture moving air from 

the suction pipe to the discharge 

side in the atmosphere.

APPLICATIONS 

ELK pumps are ideal for applications requiring a reversible flow and service operations, used in the following sectors: 

• Chemical industry (acids, cleaning solutions, inks,...)

• Agriculture industry (hazardous liquids, fertilizers,...)

• Seawater applications

• Water and waste water applications  (water charged with residues)

EXAMPLE OF INSTALLATIONS

These two self-priming pumps ELK G1 are installed in 

a Power Plant, within an electrochlorination equipment 

during the cleaning phase. 



MATRIX highly engineered fi -
berglass pumps are the ideal 
pump for seawater and other 
corrosive fl uid pump appli-
cations. The MATRIX family 
includes Horizontal, Vertical, 
and Submersible Pump con-
fi gurations. MATRIX pumps 
off er many advantages includ-
ing corrosion resistant wetted 
parts, a light weight yet very 
strong mechanical construc-
tion, while at the same time 
maintaining an economic ad-
vantages over most specialty 
alloy pump designs.  

The ROUTE family of centrifu-
gal pumps are manufactured 
using thermoplastic materials.  
Route pumps transfer some of 
the most corrosive and diffi  cult 
liquids.  Pumps are off ered with 
magnetic drive coupling (seal-
less) or with conventional me-
chanical seals. The Route pump 
is an economic choice some of 
your most challenging applica-
tions.

Argal off ers the next generation 
of smartly designed air-operat-
ed double diaphragm pumps.  
From 1/4” dosing applications 
to 4” large volume bulk trans-
fer pumps ArgalAIR can do it.    
Pumps are available in several 
materials of construction in-
cluding Solid Machined HDPE 
& PTFE, Polypropylene, Kynar®, 
aluminum, bronze, and stain-
less steel.   All pumps feature 
a super-effi  cient money saving 
non-stalling air valve system. 



Vertical Sump
Pump

Fiberglass Reinforced
Polymer Centrifugal

Vertical Stack
Pumps

Single Screw
Progressing Cavity Pumps

Mechanical 
Seals

2 & 3 Screw 
Process Pumps

Submersible 
Pumps

Thermoplastic
Pumps

Vertical Turbine
Pumps

PROFLOW
PUMPING SOLUTIONS

ARGAL’S offi  cial partner for NORTH AMERICA is a pump-expert based in Chicago:
PROFLOW PUMPING SOLUTIONS.

Since 1996, PROFLOW experts have followed their vision to partner with customers and to work 
closely with them, ensuring the best quality and reliability to their customers.

PROFLOW-ARGAL partnerships are not only based on the willingness to grow the market and build 
cooperation with customers, but are also based on shared business values and vision.

Air Operated
Double-Diaphragm

Magnetic
Drive Pumps

Slurry Pumps
Gear

Pumps

ANSI Pumps-All
Confi gurations

Rotary Hydraulic
Diaphragm Pumps

API 685 Sealless 
Process Pumps



ProFlow Pumping Solutions 
12635 S. Hamlin Court | Alsip, IL 60803
T 708.272.1800 | argal@profl ow96.com
www.argalusa.com

Copyright 2021. All rights reserved.
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