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VERTICAL SUMP PUMPS

MADE OF PP • PVDF

These centrifugal sump pumps are made of thermo-
plastic polymers. EQUIPRO specifi cally designed for 
pumping corrosive liquids. The pump construction 
assures a trouble-free high-effi  cient operations. 
No metal parts are in contact with the liquid. 

A vapor seal is installed to prevent any liquid                  
leakage. EQUIPRO pumps are available in two            
versions: KME and HME. 

The base bracket has an innovative design, which 
allows access to the coupling joint of a standard 
electric motor thus making it maintenance friendly.

Three diff erent electric motor ratings (HP) are             
off ered for a variance of liquids with diff erent             
specifi c gravities (N - 1.1; P - 1.35 ; S - 1.8) even at 
maximum fl ow. 

AN INNOVATIVE CONCEPT

HME versions have two fi xed length of 275 and 450 
mm. The HME is equipped with a cantilevered shaft, 
which is ideal for applications with fl uids with solids 
as the pump canrun dry.

HME pumps can be installed inside or outside the  
tanks. 

For outside installation, a secondary discharge 
pipe is required between the pump and the tank                 
containing the liquid.

Series HME 

column length (275 - 450 mm)

KME pump can only be installed inside the tank. 

Chemicals with a specifi c gravity of 1.8 can be          
handled with specifi ed horsepower, with a maximum 
kinematic viscosity of 75 cSt and temperatures up to 
203°F.

KME with length from 600 to 
1500 mm, have the shaft guided 
by a sliding bearing with rotating                
bushings located at the backside 
of the impeller made of chemical-    
resistant, wear-resistant and anti- 
abrasive materials.

Series KME 

column length from 600 to 1500 mm
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Electric motors (NEMA). Motors do not need special shaft or 
fl anges. Explosion Proof (E-exd) motors are also available upon 
request. 

Rigid coupling fl ange with orthogonal form was designed by 
Argal to ensure an automatic centering of the 2 half-couplings for 
quick and easy assembly / disassembly of the parts

Baseplate was designed by Argal to ensure a quick assembly of 
the 2-half couplings for easy assembly and disassembly.

Pump casing is injection molded:  
WR - basic resin is PP which off ers great chemical resistance. 
The reinforcement with Fiberglass off ers improved mechanical       
strength and dimensional stability. 

FC - basic resin in PVDF, fl uorinated polymer with good abrasion 
resistance and high mechanical strength. 
Adding carbon fi ber increases compatibility and product            
strength. 

Note:
All HME and KME series pumps can be off ered without electric 
motors. Locally procured NEMA motors can be installed directly 
onto the above series.
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INNOVATION

GENERAL CURVES 60 Hz 
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TECHNICAL DATA

KME • HME

EQUIPRO

MATERIALS

WR FC

Pump casing

GFR/PP

CFF/PVDF

Centrifugal impeller E-CTFE

Support GFR/PP

Baseplate PP

Shaft STAINLESS STEEL

Shaft coating
PE

PE

Column PVDF

Gaskets FPM/EPDM

Immersed screws PVDF

Screws STAINLESS STEEL

MAXIMUM WORKING TEMPERATURE °F

underplate length mm. 275 450 600 800 1000 1250 1500

Version / Series HME KME
WR 158 149 131 122
FC 194 185 167 149

AMBIENT TEMPERATURE °F
WR 32 - +104
FC                                 14 - +104 32 - +104

TEMPERATURES

MOTOR SPECIFICATIONS

WR
600 800 1000 1250 1500

FC

WR
275 450

FC

PUMP LENGTH (mm)

KME							               

HME

05.11 07.09 07.11 07.14 11.15 11.23 17.25 23.25 35.25 35.30

N P S N P S N P S N P S N P S N P S N P S N P S N P S N P S

Power HP 0.50 0.75 1 0.75 1 1.5 1 1.5 2 1.5 2 3 2 3 5 3 5 5 5 7.5 / 5 7.5 / 7.5 10 / 10

Motor size NEMA 56C 143TC 56C 143TC 145TC 143TC 145TC 182TC 145TC 182TC 184TC 182TC 184TC 184TC 184TC 213TC / 184TC 213TC / 213TC 215TC / 215TC

Phase n° 3phase (all models) - 1phase (<3 kW)

Std. voltage V 460 ± 10% 60 Hz - 230 ± 10% 60 Hz
Motor 
protection IP 55



EQUIPROAPPLICATIONS

Wastewater treatment Surface treatment

Scrubber (cleaning fumes) Cleaning fumes

Heat exchanger Filtration



MATRIX highly engineered � -
berglass pumps are the ideal 
pump for seawater and other 
corrosive � uid pump appli-
cations. The MATRIX family 
includes Horizontal, Vertical, 
and Submersible Pump con-
� gurations. MATRIX pumps 
o� er many advantages includ-
ing corrosion resistant wetted 
parts, a light weight yet very 
strong mechanical construc-
tion, while at the same time 
maintaining an economic ad-
vantages over most specialty 
alloy pump designs.  

The ROUTE family of centrifu-
gal pumps are manufactured 
using thermoplastic materials.  
Route pumps transfer some of 
the most corrosive and di�  cult 
liquids.  Pumps are o� ered with 
magnetic drive coupling (seal-
less) or with conventional me-
chanical seals. The Route pump 
is an economic choice some of 
your most challenging applica-
tions.

Argal o� ers the next generation 
of smartly designed air-operat-
ed double diaphragm pumps.  
From 1/4” dosing applications 
to 4” large volume bulk trans-
fer pumps ArgalAIR can do it.    
Pumps are available in several 
materials of construction in-
cluding Solid Machined HDPE 
& PTFE, Polypropylene, Kynar®, 
aluminum, bronze, and stain-
less steel.   All pumps feature 
a super-e�  cient money saving 
non-stalling air valve system. 



Vertical Sump
Pump

Fiberglass Reinforced
Polymer Centrifugal

Vertical Stack
Pumps

Single Screw
Progressing Cavity Pumps

Mechanical 
Seals

2 & 3 Screw 
Process Pumps

Submersible 
Pumps

Thermoplastic
Pumps

Vertical Turbine
Pumps

PROFLOW
PUMPING SOLUTIONS

ARGAL’S o�  cial partner for NORTH AMERICA is a pump-expert based in Chicago:
PROFLOW PUMPING SOLUTIONS.

Since 1996, PROFLOW experts have followed their vision to partner with customers and to work 
closely with them, ensuring the best quality and reliability to their customers.

PROFLOW-ARGAL partnerships are not only based on the willingness to grow the market and build 
cooperation with customers, but are also based on shared business values and vision.

Air Operated
Double-Diaphragm

Magnetic
Drive Pumps

Slurry Pumps
Gear

Pumps

ANSI Pumps-All
Confi gurations

Rotary Hydraulic
Diaphragm Pumps

API 685 Sealless 
Process Pumps



ProFlow Pumping Solutions 
12635 S. Hamlin Court | Alsip, IL 60803
T 708.272.1800 | argal@profl ow96.com
www.argalusa.com
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